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FM NAVSURFWARCEN SHIPSYSENGSTA PHILADEL

TO COMNAVSURFLANT NORFOLK VA

COMNAVSURFPAC SAN DIEGO CA

FTSCPAC SAN DIEGO CA

FTSCLANT NORFOLK VA

FTSCPAC DET PEARL HARBOR HI

FTSCPAC DET EVERETT WA

FTSCLANT DET NAPLES IT

FTSCPAC DET YOKOSUKA JA

FTSCLANT DET MAYPORT FL

COMNAVSURFGRU MIDPAC

INFO COMNAVSURFGRU PACNORWEST

PRESINSURV NORFOLK VA

COMLANTFLT NORFOLK VA

COMPACFLT PEARL HARBOR HI

COMNAVSEASYSCOM WASHINGTON DC

PEO SHIPS WASHINGTON DC

SIMA NORFOLK VA

SIMA PASCAGOULA MS

SIMA MAYPORT FL

SIMA SAN DIEGO CA

NAVIMFAC PACNORWEST DET EVERETT WA

SWOSCOLCOM NEWPORT RI

SERVSCOLCOM GREAT LAKES IL

NAVSHIPYD NORFOLK VA

NAVSHIPYD AND IMF PEARL HARBOR HI

NAVSHIPYD AND IMF PUGET SOUND WA

SOUTHWEST RMC SAN DIEGO CA

SOUTHEAST RMC MAYPORT FL

MIDLANT RMC NORFOLK VA

SOUTH TEXAS RMC INGLESIDE TX

SUPSHIP JACKSONVILLE DET INGLESIDE TX

SUPSHIP JACKSONVILLE FL

SUPSHIP PUGET SOUND WA

SUPSHIP SAN DIEGO CA

SUPSHIP SAN DIEGO DET PEARL HARBOR HI

SUPSHIP PORTSMOUTH VA

SUPSHIP BATH ME

SUPSHIP NEW ORLEANS LA

SUPSHIP PASCAGOULA MS

NAVSHIPREPFAC YOKOSUKA JA

NAVSHIPREPFAC DET SASEBO JA

COMSERVFORSIXTHFLT SRU BAHRAIN

COMSERVFORSIXTHFLT SRU DET GAETA IT

COMSERVFORSIXTHFLT SRU NAPLES IT

CHET SAN DIEGO CA

CHET PASCAGOULA MS

CHET MAYPORT FL

CHET EVERETT WA

CHET PEARL HARBOR HI

CHET NORFOLK VA

CHET YOKOSUKA JA

USS PINCKNEY

PRECOMUNIT CHUNG-HOON

PRECOMDET JAMES E WILLIAMS

NAVSURFWARCEN SHIPSYSENGSTA PHILADELPHIA PA

BT

UNCLAS

UNCLAS

MSGID/GENADMIN/NSWCCD-SSES 9782/MSG09//

SUBJ/WATERTIGHT CLOSURE GASKET INSTALLATION//

REF/A/DRAWING/NAVSEA 803 2226372/-//

REF/B/DOC/NAVSEA/-//

NARR/REF A IS A STANDARD NAVY DRAWING FOR DOORS, HATCHES, AND SCUTTLES - GENERAL NOTES.  REF B IS NAVSEA TECH MANUAL S9086-UF-STM-010 REV 01 (NSTM CH-600), WATERTIGHT CLOSURES.// POC/R. REDFERN/CIV/NSWCCD-SSES CODE 9782/LOC:DSN 443-1082 /TEL:215-897-1082// RMKS/1. BELOW APPLIES ONLY TO HULLS DDG80, DDG82, DDG84, DDG86, DDG88, DDG89, DDG91, DDG93, DDG95 AND DDG97.

2. THE PURPOSE OF BELOW INFO IS TO PROVIDE INSPECTION AND

INSTALLATION INFORMATION ON WATERTIGHT CLOSURE GASKET MATERIAL UNIQUE TO HULLS DDG80, DDG82, DDG84, DDG86, DDG88, DDG89, DDG 91, DDG93, DDG95 AND DDG97 ONLY.

3.  RECENT SHIPBOARD INSPECTION CONDUCTED BY INSURV ON DDG91

REVEALED THAT THE GASKETS ON WATERTIGHT DOORS WERE INSTALLED USING A 45 DEGREE MITER JOINT.  FOR THE PAST DECADE OR SO, IT HAS BEEN THE STANDARD PRACTICE TO INSTALL THE GASKET ON WATERTIGHT CLOSURES USING A 90 DEGREE SQUARE BUTT.

4.  GASKETS INSTALLED WITH A 45 DEGREE MITER JOINT ARE IAW REF A AND

HAVE BEEN SUCCESSFULLY HYDROSTATICALLY TESTED ON SEVERAL CLOSURES AT NGSS PASCAGOULA MS.  THESE GASKETS ARE CUT WITH A SPECIAL JIG NOT TYPICALLY AVAILABLE TO SHIP’S FORCE.  INSPECTION OF THESE GASKETS SHOULD REVEAL THE GASKET MATERIAL IS IN TIGHT CONTACT AND FOLLOWING THE CHALK TEST THAT THE CHALK LINE PASSES THROUGH THE JOINT WITHOUT DISRUPTION.  THESE GASKETS MAY REMAIN IN SERVICE UNTIL FAILING TO MEET THE ABOVE CRITERIA OR FAILING TO MEET THE DETERIORATION OR PERMANENT SET CRITERIA OF THE S-1 MRC.

5.  WHEN GASKETS ARE REPLACED, THE 90 DEGREE SQUARE BUTT JOINT

DESCRIBED IN REF B SHOULD BE USED.

6.  THIS MESSAGE HAS NO EFFECT ON SUPPLY SUPPORT, TECH MANUALS, EOSS

OR PMS.//

